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Design Policy and Copyright
® and ™ are trademarks belonging to the Arjo group of companies. 
© Arjo 2020.
As our policy is one of continuous improvement, we reserve the right to modify designs without 
prior notice. The content of this publication may not be copied either whole or in part without the 
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Safety Instructions 1

A. Arjo ceiling lifts and track system must be 
installed by an authorized contractor or 
installer and in accordance to local 
regulations.

B. Only qualified personnel who is authorized 
and trained by the institution to perform 
such an operation, can remove or install the 
Maxi Sky®

 
2 Transportable onto the receiving 

module. 
C. Arjo strongly advises that only Arjo 

designated parts, which are designed for 
the purpose, should be used on equipment 
and other Arjo supplied appliance to avoid 
injuries attributable to the use of inadequate 
parts. Arjo’s conditions of sale make specific 
provisions confirming no liability in such 
circumstances. Our policy is one of 
continuous development, and we, therefore 
reserve the right to change specifications 
without notice.

D. Unauthorized modifications on any Arjo 
equipment may affect its safety and are in 
breach of any warranty on it. Arjo will not be 
held responsible for any accidents, incidents 
or  lack of performance that occur as a 
result of unauthorized modifications to its 
products.

E. Dangerous substances: If using hazardous 
substances be sure how to handle them 
and refer to applicable information. When in 
doubt, refer to the local authorities for health 
and safety requirements.

F. It is strongly recommended that every 
technician follow the procedures as 
indicated in this manual. Every procedure 
has been studied in perspective on 
minimizing the risks either for the technician 
or the ceiling lift. Even if some of the 
procedures are not the shortest ones, they 
are the most effective on a long term basis.

G. Before using the Kwiktrak system, make 
sure that all end stoppers are in place and 
well tightened.

H. Stepladder safety: when using stepladder, 
refer to applicable information. When in 
doubt refer to local authorities for health 
and safety requirements.

I. When the Maxi Sky 2 Transportable is being 
mounted or unmounted from the receiving 
module, always make sure not to drop the 
Maxi Sky 2 Transportable to ensure no 
injuries are caused to bystanders or to 
yourself. Also, make sure the Maxi Sky 2 
Transportable is not damaged by a collision 
with a wall or a fall on the floor. Optimise 
height and position of stepladder to avoid 
reaching too high, too far away from body.

Definitions Used in this Manual
WARNING: 

Means: Failure to understand and follow this 
instruction may result in injury to yourself and 
others.

CAUTION: 

Means: Failure to follow this instruction may 
cause damage to the product(s).

NOTE: 

Means: Important information regarding 
correct use of the product.
If a serious incident occurs in relation to this 
medical device, affecting the user, or the 
patient then the user or patient should report 
the serious incident to the incident to the 
medical device manufacturer or the distributor. 
In the European Union, the user should also 
report the serious incident to the Competent 
Authority in the member state where they are 
located.

Symbols Used
CE marking indicating 

conformity with European 
Community harmonised 

legislation
Indicates the product is a 

Medical Device according to 
the EU Medical Device 
Regulation 2017/745.
Separate and recycle 

according to the European 
Directive (WEEE) or local 

Regulation.

Safety InstructionsSafety Instructions



Safety Instructions2

Intended Use
Maxi Sky 2 Transportable receiving module is 
a receiving module which enables relocation of 
a Maxi Sky  2 ceiling lift from a Kwiktrak to 
another Kwiktrak without having to remove the 
track end stopper and without using tools in 
hospitals, nursing homes, long-term care and 
home care environments, including private 
homes. 
It shall be used by appropriately trained 
employees with the physical ability to carry a 
12 kg load in a step ladder, adequate 
knowledge of the care environment, its 
common practices and procedures, and in 
accordance with the guidelines in the 
Instruction for Use. This relocation functionality 
does not affect the intended use of neither the 
Maxi Sky 2 nor Kwiktrak.
Patient/resident lifting and/or transferring must 
be done by a trained caregiver with adequate 
knowledge of the care environment, its 
common practices and procedures, and in 
accordance with the guidelines in theMaxi Sky 
2 Instructions for Use.
Maxi Sky  2 Transportable receiving module 
should only be used for the purpose specified 
in the Installation Manual. Any other use is 
prohibited.

Expected Service Life
The expected service life of Maxi Sky 2 
Transportable is the maximum period of useful 
life.
The Maxi Sky 2 Transportable receiving 
module has been designed and tested to a 
useful life of 10 years or 20,000 lifting cycles 
with a load of 600 lb/272 kg whichever comes 
first, when subjected to preventive 
maintenance as specified in the "Care and 
Maintenance" section in the Installation 
Manual. One lifting cycle is defined as 
transferring a 600 lb/272 kg load, which 
includes a 60 cm (24") raising action, a lateral 
displacement and a 60 cm (24") descending 
action.
The Maxi Sky 2 Transportable receiving 
module has been designed and tested to a 
useful life of 10 years or 3650 relocations, 
whichever comes first, when subjected to 
preventive maintenance as specified in the 
"Care and Maintenance" section in the 
Installation Manual. One relocation being 
defined as taking the motor unit from one 
Kwiktrak and bring it to another Kwiktrak.

WARNING:To avoid bodily injuries, only use 
the Maxi Sky 2 receiving module with Maxi 
Sky 2 ceiling lifts which have gone through 
the conversion process. Any other 
combination is prohibited.



Product Description 3

There are three kinds of receiving modules which can be used with the Maxi Sky 2 
Transportable. Those products are designed to enable the Maxi Sky 2 Transportable to be 
moved from room to room and used with more than one Kwiktrak system.     
The Enhanced Charging System (ECS) Receiving Module, is designed to be inserted into an 
ECS Kwiktrak system and to carry a Maxi Sky 2 ECS Transportable ceiling lift. In order to work 
properly, the Maxi Sky 2 ECS  has to go through the conversion process. Refer to document 
ECS Conversion Guide. 
The Charging Station (C-Stat)  Receiving Module and C-Stat Curtain Gap Receiving Module are 
designed to be inserted into a C-Stat Kwiktrak system and to carry a Maxi Sky 2 C-Stat 
Transportable ceiling lift. In order to work properly, the Maxi Sky 2 C-Stat has to go through the 
conversion process. Refer to document C-Stat Conversion Guide. 
Everything listed in this manual in reference to the C-Stat system applies to both the C-Stat 
Receiving Module and the Curtain Gap Receiving Module.

ECS Receiving Module (#700-31401)

C-Stat Receiving Module (#700-31400)             Curtain Gap Receiving Module (#700-31421)

Product DescriptionProduct Description

NOTE: This product is intended to be used inside the Kwiktrak rails produced by Arjo. 

CAUTION: Make sure you are using the Receiving Module corresponding to the Kwiktrak rails system 
and to the Maxi Sky 2 Transportable available in your institution. The ECS and the C-Stat sytems 
involve two different charging systems that are not interchangeable and can only be used within their 
own systems. 

NOTE: When the Kwiktrak rail includes a curtain gap, the curtain gap receiving module must be used. 

NOTE: Maximum allowable load is 272 kg (600 lb). 
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Parts Description 5

Before proceeding with the installation, get familiar with the various parts of the specific 
receiving module compatible with the track system and the Maxi Sky 2 unit you have.

List of Parts for the Receiving Modules Number
ECS cable 1
ECS contact box 2
receiving module door 3
slider 4
rivet 5

ECS Receiving Module

C-Stat Receiving Module

Parts DescriptionParts Description

5 4

3

4

3

2

5

1

5

5



Install Receiving Modules 6

Required Tools
• 6 mm allen key
In addition, a sturdy stepladder will be required to reach the track and secure the module inside 
the Kwiktrak. The receiving modules must be installed by an authorized contractor or installer 
and in accordance to local regulations. 

Preparing to install the Receiving Module
Installation of the receiving module will only be possible after the Kwiktrak system has been 
opened. 

1) Remove the plastic cap located at the 
extremity of the Kwiktrak: (Fig. 1)

a. To remove the 
plastic cap from the 
end of the ECS 
Kwiktrak system, use a 
6 mm allen key to 
loosen the screw 
securing the plastic 
cap inside the 
Kwiktrak; 

b. If an ECS contact 
box is present, remove 
it from the track.

2) Use the 6 mm allen key to unscrew the end 
stopper located further, inside the Kwiktrak; 
(Fig. 2)

3) Still using the 6 mm allen key, push inside 
the second hole and slide the end stopper to 
remove it from the track; (Fig. 3)

Install Receiving Modules Install Receiving Modules 

ECS

C-Stat

Fig. 1

Fig. 2

Fig. 3
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How To Install the Receiving Module
4) Insert the receiving module into the Kwiktrak 

system: (Fig. 4)

a. For the curtain gap: 
Make sure you insert 
the receiving module 
with its door facing the 
docking station and 
charging station.

REMINDER:
If an ECS receiving module is being installed, 
special care must be taken during the procedure 
to ensure the ECS Maxi Sky 2 Transportable will 
be able to charge properly after it is installed into 
the ECS receiving module.
When inserting the receiving module into the 
Kwiktrak, make sure the contact box of the ECS 
receiving module is in contact with the ECS 
contact strips located inside the Kwiktrak. 
(Fig. 5)

5) Place the end stopper back into the track, at 
50mm (2") from the end of the track and 
screw it in place using the 6 mm allen key 
and torque to 20 Nm (15 lb ft): (Fig. 6)

a. If an ECS contact 
box was previously 
removed, put it back 
inside the tracks, 
as close as 
possible to the 
end stopper.

6) Place the plastic cap back onto the end of 
the Kwiktrak: (Fig. 7)

a. To place the plastic 
cap back onto the end 
of the ECS Kwiktrak 
system, you will need 
to use the 
6 mm Allen key to 
tighten the screw 
securing the plastic 
cap inside the Kwiktrak. 

Curtain Gap

WARNING: To avoid bodily injuries, make sure the end stoppers are correctly installed and 
tightened at all tracks ends.

C-Stat

CAUTION: To prevent possible damage to 
product, do not open door under clip on 
accessories such as charging/detection station. Fig. 4

Fig. 5

C-Stat

Fig. 7

ECS

Fig. 6

ECS



8 Installing the Receiving Modules

Prepare to install the Maxi Sky 2 Transportable into the Receiving Module
Before proceeding with the installation of the Maxi Sky 2 Transportable into the receiving 
module, complete the conversion of your Maxi Sky 2 unit. To do so, refer to the specific 
Conversion Guide corresponding to the type of Maxi Sky 2 used. Either refer to the ECS 
Conversion Guide or to the C-Stat Conversion Guide.
This step should be taken when the Maxi Sky 2 Transportable has to be transported from one 
room to another. 
Locate a stepladder and bring it to the room where the Maxi Sky 2 Transportable will be taken 
out of the receiving module:

1) Remove the spreader bar connected to the 
Maxi Sky 2 Transportable strap; (Fig. 8)

2) Bring the strap up to remove it out of the way 
and hook the remote to the strap, as shown, 
to reduce risk of tripping when climbing up 
the stepladder; (Fig. 9)

 

3) Turn off the power of the Maxi Sky 2 
Transportable by pulling the emergency stop 
out and look for the green light LED indicator 
to shut down; (Fig. 10)

Install/Remove Maxi Sky 2 TransportableInstall/Remove Maxi Sky 2 Transportable

WARNING: Failure to properly remove strap and remote out of the way may increase risks of 
injuries.  

Fig. 8

Fig. 9

Fig. 10



9Install/Remove Maxi Sky 2 Transportable

How to install the Maxi Sky 2 Transportable inside the Receiving Module
1) Open the door of the receiving module, which 

locks the module in place and enables the 
insertion of the Maxi Sky 2 Transportable's  
wheels inside; (Fig. 11)

REMINDER:
In order for the Maxi Sky 2 Transportable to 
charge when inserted into the receiving module, 
it has to be inserted the right way:
The Maxi Sky 2 C-Stat Transportable should be 
inserted according to the location of its charging 
station, along one of the sides of the Kwiktrak. 
(Fig. 12)
The Maxi Sky 2 ECS Transportable should be 
inserted ECS interface-side first. (Fig. 13)

2) With the Maxi Sky 2 Transportable’s trolley, 
gently lift the slider of the receiving module 
up with the wheels and slowly slide the first 
set of wheels inside the module; (Fig. 14)

3) Continue inserting the wheels inside the 
module (Fig. 15) until you hear a “click”, 
indicating the rivet has come down and both 
sets of wheels are secured inside the 
receiving module; (Fig. 16)

 

CAUTION: To prevent possible damage to 
product, do not open door under clip on 
accessories such as charging/detection station. 

WARNING: To avoid bodily injuries, do not 
open door when receiving module is inside 
an accessory such as a turn-table, an 
exchanger or a gate. Fig. 11

C-Stat

ECS

Fig. 12

Fig. 13

Fig. 14

Fig. 15

Fig. 16
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4) Push the door until it clips in place, which 
indicates the door is properly closed. Only 
then, the Maxi Sky 2 Transportable is locked 
inside the receiving module; (Fig. 17)

5) Turn the Maxi Sky 2 Transportable ON by  
gently pushing in the emergency stop and 
look for the green light LED indicator to light 
up; (Fig. 18)

6) Once the Maxi Sky 2 Transportable is 
secured inside the receiving module, the 
batteries have to be charged. To enable the 
charging function:

a. If a C-Stat Maxi Sky 2 Transportable has 
been inserted into the receiving module, 
place the ceiling lift under the charging 
station located on the side of the Kwiktrak, so 
the contact blades of the C-Stat interface are 
in contact with the charging station. (Fig. 19)

b. If an ECS Maxi Sky 2 Transportable is 
installed into the receiving module, plug de 
ECS cable of the module into the ECS 
interface located on top of the Maxi Sky 2 
Transportable. The green light located on the 
ECS interface of the Maxi Sky 2 
Transportable indicates that the ceiling lift 
has access to power coming from the 
Kwiktrak. (Fig. 20)

REMINDER:
Make sure the ECS Maxi Sky 2 Transportable 
LED light is green (Fig. 21) and the display 
shows the charging state of the batteries. For 
the C-Stat Maxi Sky 2 Transportable, make sure 
the display shows the charging state of the 
batteries. (Fig. 22)

Installing/Removing Maxi Sky 2 Transportable

CAUTION: To ensure proper functionning, Maxi 
Sky 2 Transportable has to be properly charged 
once installed into the receiving module.  

Fig. 17

Fig. 18

Fig. 19

Fig. 20

ECS LED light

Display 
Battery 
Symbol

Fig. 21

Fig. 22



11Installing/Removing Maxi Sky 2 Transportable

Finish installation of the Maxi Sky 2 Transportable into the Receiving Module

7) Bring the strap down and remove the remote 
from the strap; (Fig. 23)

 

8) Connect the spreader bar to the Maxi Sky 2 
Transportable strap; (Fig. 24)

Fig. 23

Fig. 24
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Prepare to remove the Maxi Sky 2 Transportable from the Receiving Module
This step should be taken when the Maxi Sky 2 Transportable has to be transported from one 
room to another. 
Locate a stepladder and bring it to the room where the Maxi Sky 2 Transportable will be taken 
out of the receiving module:

1) Remove the spreader bar connected to the 
Maxi Sky 2 Transportable strap; (Fig. 25)

2) Bring the strap up to remove it out of the way 
and hook the remote to the strap, as shown, 
to reduce risk of tripping when climbing up 
the stepladder; (Fig. 26)

 

3) Turn off the power of the Maxi Sky 2 
Transportable by pulling out the emergency 
stop and look for the green light LED 
indicator to shut down; (Fig. 27)

WARNING: Failure to properly remove strap and remote out of the way may increases risks of 
injuries.  

Fig. 25

Fig. 26

Fig. 27
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How to remove the Maxi Sky2 Transportable from the Receiving Module
1) Ensure the unit is not charging anymore:

a. If you are using a Maxi Sky 2 ECS 
Transportable, unplug the ECS cable from 
the unit; (Fig. 28)

b. If you are using a Maxi Sky 2 C-Stat 
Transportable, move it away from the 
charging station. (Fig. 29)

2) Open the door of the receiving module to 
lock the receiving module in place in order to 
safely remove the Maxi Sky 2 Transportable; 
(Fig. 30)

3) With your finger, push the slider up, while 
slowly rolling the Maxi Sky 2 Transportable 
outside of the receiving module, one set of 
wheels at a time; (Fig. 31)

4) Place the Maxi Sky 2 Transportable on a cart 
or workplace that will allow you to bring the  
unit in another room; (Fig. 32-Fig. 33-Fig. 34)

5) OPTIONAL: If the Maxi Sky 2 Transportable 
is to be stored temporarily, charge it using 
the charger. To enable the charge, push in 
the Emergency Stop. (page 10, step # 5)

REMINDER:
If the unit is to be placed into another receiving 
module for use in another room, follow installing 
steps on page 8.
            

WARNING: When the wheels are no longer 
inside the receiving module, the weight of the 
ceiling lift is suddenly released and may 
prompt user to drop unit.  

CAUTION: To prevent possible damage to 
product, do not open door under clip on 
accessories such as charging/detection station. 

CAUTION: After the Maxi Sky 2 Transportable was removed, close the door of the receiving module. 
The door must be closed to ensure its functionality is maintained.  

WARNING: To avoid bodily injuries, do not 
open door when receiving module is inside 
an accessory such as a turn-table, an 
exchanger or a gate. 

Fig. 28

Fig. 29

Fig. 30

Fig. 31

Fig. 32

ECS

Fig. 33

C-Stat

Fig. 34
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The equipment is subject to wear and tear, and the following maintenance instructions must be 
acted upon when specified to make sure the equipment remains within its original manufacturing 
specifications. Care and Maintenance instructions must be carried out in accordance with the 
preventive maintenance list below.
Customer obligations must be carried out by qualified personnel in accordance with the 
instructions in this manual.

NOTE: Using lead-acid batteries below 5% charge can damage the battery resulting in shorter battery 
life. The 5% charge is indicated by the critical battery level symbol flashing on the display. At this time, 
the ceiling lift will allow only the down function. Make sure to recharge the batteries as soon as 
possible. Let the batteries recharge for a complete charging cycle.

WARNING: Do not use the charger in the presence of flammable anaesthetic gases. These are 
inflammables. The charger might generate a spark, which could cause an explosion. 

Care and MaintenanceCare and Maintenance

WARNING: Safety related maintenance and authorized service must be carried out by qualified 
personnel, fully training in servicing procedures by Arjo, and equipped with correct tools and 
proper documentation, including Parts List and Service Manual. Failure to meet these 
requirements could result in personal injuries and/or unsafe equipment. 

NOTE: If the product does not work as intended, immediately contact your local Arjo agent for 
support.

WARNING: The maintenance points listed below are the manufacturer’s basic 
recommendations. In some cases, more frequent inspections should be carried out. 
Continuing the use of this equipment without conducting regular inspections or when a fault 
is acknowledged will seriously compromise the safety of the user or the bystanders. Service 
and preventive maintenance can be arranged with the manufacturer. Preventive maintenance 
specified in this manual can prevent accidents and reduce the costs associated with 
unexpected repairs.  
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Inspection
The following is a list of actions for inspection to be conducted every time the Maxi Sky 2 
Transportable is installed into a receiving module and is destined to be used by a caregiver. 
The receiving modules, for both the ECS system and the C-Stat system, must be dusted and 
cleaned every month. 

Points For Inspection / after every Maxi Sky 2 Transportable installation
1. Make sure the door of the receiving module can stay closed.
2. Make sure the door locks the receiving module in place, inside the Kwiktrak, when 

opened. 
NOTE: The door creates a friction between the receiving module and the Kwiktrak, so that 
it remains locked in place. A substantial amount of force applied to the receiving module 
may enable the receiving module to move inside the track.  

3. Make sure the rivet and the slider are moving freely.
4. Inspect for evidence of external damage, corrosion or missing parts.
5. Inspect ECS cable for wear and tear.
6. Inspect the contact blades for evidence of external damage, broken or missing parts.

If the contact blades are damaged or altered, refer to Conversion Guide 001-31432-EN.
7. Inspect cleanliness and external aspect of contact blades.
8. Inspect wheels and make sure there is no damage and that they are moving freely.

Parts Description for Inspection

Slider

Door

Rivet

Contact Blades
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CleaningCleaning
Cleaning
To clean the receiving module, wipe it down with a damp cloth using warm water and mild 
detergent.
To ensure a smooth rolling surface for the trolley wheels, clean the inside of the track every four 
months. To do so, insert a damps cloth in the opening and slide it from one end of the track to 
the other.

Preventive and Maintenance Schedule
The receiving module must be part of an inspection by a qualified Arjo technician on an annual 
basis to ensure proper functioning of its components, as well as the safety of the patients and 
caregivers who use the system. Please contact your local representative to make arrangements.
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TroubleshootingTroubleshooting
Should there be a malfunction with the Maxi Sky 2 Transportable following the installation of the 
receiving module, please verify the following points:

List of Potential Problems Solutions/Actions 

The Rivet does not come 
down once both sets of 
wheels are inserted.

• Call your local Arjo representative.

The Receiving Module does 
not lock in place when the 
door is open.

1. Call your local Arjo representative.
2. Replace the Receiving Module.

The Receiving Module’s 
door does not clip when it is 
closed.

1. Call your local Arjo representative.
2. Replace the Receiving Module.

The slider is broken or 
missing.

1. Call your local Arjo representative.
2. Replace the Receiving Module.

The Rivet is broken or 
missing.

1. Call your local Arjo representative.
2. Replace the Receiving Module

The lift does not work when 
pressing buttons on the 
hand control.

1. If the emergency stop is activated, gently push up the 
Emergency Stop to turn the unit back ON and look for the 
green light LED indicator to light up;

2. Check if the batteries are charged, if not:
a If you have a C-Stat system, make sure the contact 
blades are in contact with the charging station located on the 
side of the Kwiktrak; 
b If you have an ECS system, make sure the ECS cable 
of the receiving module is plugged into the ECS interface of 
the ECS Maxi Sky 2 Transportable, check if the LED green 
light located on the ECS interface is lit and lastly, check if 
the ECS interface is correctly in place inside the Maxi Sky 2 
Transportable.

3. Let the Maxi Sky 2 Transportable charge for 8 hours.
The lift does not charge 
when plugged to the 
charger (storage or inside 
the track).

1. Verify charger is plugged to the wall;
2. For the ECS model --- verify that the LED located on the 

conversion kit is lit;
3. Check to see if the Emergency Stop is pushed in or pulled 

out. It should be pushed in; 
4. If all of the instructions above are done correctly and the unit 

still does not charge, call your local Arjo representative.
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End-of-Life Disassembly InstructionsEnd-of-Life Disassembly Instructions
Important

Safe Disposal
Package Corrugated cardboard, recyclable
Product Metal parts shall be separated and recycled according to marking on the unit.

Environmental declaration
Components with special environmental concern.
Components listed below shall be disposed of in accordance with appropriate industrial and 
environmental standards.

PC boards Steel, cooper, Aluminium 
Other electronics Fiberglass

Contruction material
The construction material used in the Receiving Modules in % of the total weight.

ECS Receiving Module
Metal - total 88% Electronics - total 2% Polymetric material - total 10%
Aluminium 66%
Steel, zinc 22%

Cables and Cooper PA GF (polyamide reinforced with glass fiber) 5% 
PC (polycarbonate) 1% 
Acetal 4%

C-Stat Receiving Module
Metal - total 90% Electronics - total 0% Polymetric material - total 10%
Aluminium 68%
Steel, zinc 22%

N/A PA GF (polyamide reinforced with glass fiber) 5% 
Acetal 5%

Curtain Gap Receiving Module
Metal - total 87% Electronics - total 0% Polymetric material - total 13%
Aluminium
Steel, zinc

N/A PA GF (polyamide reinforced with glass fiber) 5% 
Acetal 8%

• This section describes End-of-Life disassembly of the receiving Modules.
• The modules must be properly cleaned before disassembling. Proper cleaning must be 

performed by the former owner of the unit (hospitals, care centers and/or Licensed Care and 
retirement facilities).
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Disassembly Instructions
ECS Receiving Module

C-Stat Receiving Module

Cables

Polyamide 
(reinforced with 
glass fiber)

Steel, zinc

Steel, zinc

Aluminium Polyamide 
(reinforced 
with glass 

fiber)

Steel overmoulded 
with acetal

Polycarbonate

Polyamide 
(reinforced with 

glass fiber)

Steel, zinc

Steel, zinc

Steel overmoulded 
with acetal

Polyamide (not 
reinforced)

Aluminium

Acetal

Aluminium

Polyamide 
(not 
reinforced)

Polyamide (not 
reinforced)

Acetal

Aluminium

Aluminium

Polyamide 
(not 
reinforced)

Aluminium

Polyamide 
(reinforced 
with glass 

fiber)
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Curtain Gap Receiving Module

Polyamide 
(reinforced 
with glass 
fiber)

Steel, zinc

Steel, zinc

Polyamide 
(reinforced with 
glass fiber)

Steel overmoulded 
with acetal

Aluminium

Acetal

Polyamide 
(reinforced 
with glass 
fiber)

Aluminium

Polyamide (not 
reinforced)

Aluminium
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BELGIQUE / BELGIË
Arjo Belgium
Evenbroekveld 16
9420 Erpe-Mere
Phone: +32 (0) 53 60 73 80
Fax: +32 (0) 53 60 73 81
E-mail: info.belgium@arjo.com

BRASIL
Arjo Brasil Equipamentos Médicos Ltda
Rua Marina Ciufuli Zanfelice, 329 PB02 
Galpão - Lapa
São Paulo – SP – Brasil
CEP: 05040-000
Phone: 55-11-3588-5088
E-mail: vendas.latam@arjo.com
E-mail: servicios.latam@arjo.com

CANADA
Arjo Canada Inc.
90 Matheson Boulevard West
Suite 300
CA-MISSISSAUGA, ON, L5R 3R3
Tel/Tél: +1 905 238 7880
Free: +1 800 665 4831 Institutional
Free: +1 800 868 0441 Home Care
Fax: +1 905 238 7881
E-mail: info.canada@arjo.com

ČESKÁ REPUBLIKA
Arjo Czech Republic s.r.o.
Na Strzi 1702/65
140 00 Praha
Czech Republic
Phone No: +420225092307
e-mail: info.cz@arjo.com

DANMARK
Arjo A/S
Vassingerødvej 52
DK-3540 LYNGE
Tel: +45 49 13 84 86
Fax: +45 49 13 84 87
E-mail:
 dk_kundeservice@arjo.com

DEUTSCHLAND
Arjo GmbH
Peter-Sander-Strasse 10
DE-55252 MAINZ-KASTEL
Tel: +49 (0) 6134 186 0
Fax: +49 (0) 6134 186 160
E-mail: info-de@arjo.com

ESPAÑA
ARJO IBERIA S.L.
Poligono Can Salvatella
c/ Cabanyes 1-7
08210 Barberà del Valles
Barcelona - Spain
Telefono 1: +34 900 921 850
Telefono 2: +34 931 315 999

FRANCE 
Arjo SAS
2 Avenue Alcide de Gasperi
CS 70133
FR-59436 RONCQ CEDEX
Tél: +33 (0) 3 20 28 13 13
Fax: +33 (0) 3 20 28 13 14
E-mail: info.france@arjo.com

HONG KONG 
Arjo Hong Kong Limited
Room 411-414, 4/F, Manhattan Centre,
8 Kwai Cheong Road, Kwai Chung, N.T.,
HONG KONG
Tel:  +852 2960 7600
Fax:  +852 2960 1711

ITALIA
Arjo Italia S.p.A.
Via Giacomo Peroni 400-402
IT-00131 ROMA
Tel: +39 (0) 6 87426211
Fax: +39 (0) 6 87426222
E-mail: Italy.promo@arjo.com 

MIDDLE EAST
Arjo Middle East FZ-LLC
Office 908, 9th Floor, 
HQ Building,North Tower,
Dubai Science Park, 
Al Barsha South
P.O Box 11488, Dubai, 
United Arab Emirates
Direct     +971 487 48053
Fax          +971 487 48072
Email: Info.ME@arjo.com

NEDERLAND
Arjo Nederland BV
Biezenwei 21
4004 MB TIEL
Postbus 6116
4000 HC TIEL
Tel: +31 (0) 344 64 08 00
Fax: +31 (0) 344 64 08 85
E-mail: info.nl@arjo.com

NEW ZEALAND
Arjo Ltd
34 Vestey Drive
Mount Wellington
NZ-AUCKLAND 1060
Tel: +64 (0) 9 573 5344
Free Call: 0800 000 151
Fax: +64 (0) 9 573 5384
E-mail: nz.info@Arjo.com

NORGE
Arjo Norway AS
Olaf Helsets vei 5
N-0694 OSLO
Tel: +47 22 08 00 50
Faks: +47 22 08 00 51
E-mail: no.kundeservice@arjo.com

ÖSTERREICH
Arjo GmbH
Lemböckgasse 49 / Stiege A / 4.OG
A-1230 Wien
Tel:  +43 1 8 66 56
Fax: +43 1 866 56 7000

POLSKA
Arjo Polska Sp. z o.o.
ul. Ks Piotra Wawrzyniaka 2 
PL-62-052 KOMORNIKI (Poznań)
Tel: +48 61 662 15 50
Fax: +48 61 662 15 90
E-mail: arjo@arjo.com

PORTUGAL
Arjo em Portugal
MAQUET Portugal, Lda.  
(Distribudor Exclusivo)
Rua Poeta Bocage n.º 2 - 2G 
PT-1600-233 Lisboa
Tel: +351 214 189 815
Fax: +351 214 177 413
E-mail: Portugal@arjo.com

SUISSE / SCHWEIZ
Arjo AG   
Fabrikstrasse 8
Postfach
CH-4614 HÄGENDORF
Tél/Tel: +41 (0) 61 337 97 77
Fax: +41 (0) 61 311 97 42

SUOMI
Arjo Scandinavia AB
Riihitontuntie 7 C
02200 Espoo
Finland
Puh: +358 9 6824 1260
E-mail: Asiakaspalvelu.finland@arjo.com

SVERIGE
Arjo International HQ
Hans Michelsensgatan 10
SE-211 20 MALMÖ
Tel: +46 (0) 10 494 7760
Fax: +46 (0) 10 494 7761
E-mail: kundservice@arjo.com

UNITED KINGDOM
Arjo UK and Ireland
Houghton Hall Park
Houghton Regis
UK-DUNSTABLE LU5 5XF
Tel: +44 (0) 1582 745 700
Fax: +44 (0) 1582 745 745
E-mail: sales.admin@arjo.com

USA
Arjo Inc.
2349 W Lake Street Suite 250
US-Addison, IL 60101
Tel: +1 630 307 2756
Free: +1 80 0 323 1245 Institutional
Free: +1 800 868 0441 Home Care
Fax: +1 630 307 6195
E-mail: us.info@arjo.com

JAPAN
Arjo Japan K.K.
東京都港区虎ノ門三丁目7 番8 号　
ランディック第2 虎ノ門ビル9 階
Tel: +81 (0)3-6435-6401
Fax: +81 (0)3-6435-6402
E-mail:  info.japan@arjo.com
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At Arjo, we are committed to improving the everyday lives of people affected by reduced mobility and age-related health challenges.  
With products and solutions that ensure ergonomic patient handling, personal hygiene, disinfection, diagnostics, and the effective  
prevention of pressure ulcers and venous thromboembolism, we help professionals across care environments to continually raise  
the standard of safe and dignified care. Everything we do, we do with people in mind.

ArjoHuntleigh AB
Hans Michelsensgatan 10 
211 20 Malmö, Sweden
www.arjo.com


